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KEIA Transmitting Antenna Used for Reception
through 30 dB Attenuator

Measurement conducted on November 11, 1996 by William Ruck
using Tektronix Model 2710 Spectrum Analyzer
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Audio Event descriptions

D-1 Description from DAR Subcommittee meeting

D-2 Observer training text Re: Audio Events, Transcript of
observer training instructions.



TRANSCRIBED FROM;

DAB SUBCOMMITTEE - FIELD TEST TASK GROUP
Approved Minutes of May 11, 1995 Meeting, Page 3.

"Signal Quality Assessment by Test Personnel. After replaying some of the
discussion from the last meeting for the benefit of Messrs. Goldman and
Justus, who were absent at that meeting, the Group agreed on the following:

Reception notes will have two decision points (as indicated by two buttons)
between listenable and unlistenable, and between unlistenable and no audio.
The two buttons used to indicate that the unlistenable or no audio conditions
exist will be of the momentary contact type, and the assessor will keep a
finger on the appropriate button throughout the duration of the "unlistenable"
or "no audio" condition. "Listenable" was defined to mean a signal that an
average listener would continue listening to and "unlistenable" was defined
to mean a signal that an average listener would tune out (because of poor
signal quality)."
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DAR Field Test Observer Training Script

The following text was read at the beginning of each field test day to persons acting as DAR
observers. All observer questions were resolved before the commencement of test runs.

We've asked you here to help us test digital radio systems. Digital radio is different than the
analog AM and PM radio that you're used to-instead of hearing the signal gradually fade away into
static or interference, a digital radio may just cut out completely when it's not receiving a strong
enough signal. Generally, this means that with digital radios, you're either receiving perfect audio
or nothing at all. With some systems, however, the program audio can become garbled if the
receiver gets confused when trying to make sense of the digital information it's picking up. These
defects can sound like gurgling, scratches, popping, or a brief repeat of the program audio.

So what we need you to do is mark the points where these two kinds of events occur: audio
dropouts and audio defects. We've set up these two game pads for you to use as markers; as we
drive around, press the red button when you hear the audio drop out and the yellow button when
you hear some kind of defect in the audio. The dropouts should be fairly easy to catch, but the
defects may be a bit tricky depending on the kind of music that's playing at the time. If you're not
sure if something you hear is part of the music or an event, mark it and ask me about it, because I'll
be listening as well. Try to mark the events as close as possible after you hear them, but we
understand that there will be some delay. Above all, try to mark every defect that you hear.

This tape is from an actual run that we've made, and it shows fairly clearly the things that you'll be
listening for. Listen through these headphones; you each have an independent control so you can
adjust the volume to a comfortable level.

(Play first 2-3 minutes of training tape; discuss differences between defects and dropouts, askfor
any questions.)

HE HAMME1T & EDISON, INC.
CONSULTING ENGINEERS
SAN FRANCISCO

961211
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E-1 Field Test step-by-step operating procedure.
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Field Test Procedure

Pre-Test System Startup and Calibration

Prior to the start of each day's field testing, the test van was removed from the staging area while

connected to shore power, any prestriped tapes from the previous night were removed from the data

recorders, and the equipment and UPS units were shut down. Antennas required for the proponent

system under test were installed and the configuration of the RF test bed and audio patch bays

were modified accordingly. The shore power cable was then stowed in its compartment, the staging

area was secured, and the test van was driven to a nearby service station. The van's fluid levels

and tire pressure were checked and the fuel tank was fIlled.

The van was then driven to a nearby parking lot where the generators and UPS units were started.

All test equipment was then powered up and checked for proper operation. At this time, if

necessary, the observers were read the training text and listened to a sample tape of the system

under test. Since the parking lot has a clear line-af-sight to the transmission site, it was also used

as a calibration point for the Eureka 147 system in both SFN and single transmitter modes. The

Eureka 147 receiver was activated and checked for proper operation, and then a fixed attenuator

provided by DRRIICBC technicians was inserted before the input to the receiver, reducing the

signal level to a point where defects begin to occur in the audio and confirming a consistent power

leveL

Calibration of the AT&TILucent IBAC system was performed at the base of Mt. Beacon

immediately after the receiver power-up routine conducted by Lucent technicians. The switchable

attenuator included in the RF test bed was used to add increasing attenuation until the system

began to fail.

Due to limited satellite time, locations that had a relatively unobstructed view to the west were

selected near the beginning of each route to be used as calibration points for the VOA/JPL system.

At each scheduled satellite transmission event start time, the VOAlJPL modem and audio decoder

were activated and the modem SIgnal level display was monitored for a consistent signal level

indication.

Test System Operation

After the individual system calibrations. the van was driven to the beginning of a long path test

route. Before reaching the beginning of the route, the test operator would insert SMPTE timecode

prestriped Hi-8 tapes into the two DA-88 8-track digital audio recorders and a prestriped SVHS

HE HAMMETI & EDISON, INC.
CONSULTING ENGINEERS
SA.". FRANCISCO
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Field Test Procedure

tape into the main video rec,?rder. A blank standard VHS tape was also insened into the backup

VCR. The EIA data collection software was then started and m~nu selections were made to

specify the system under test, test route, current weather conditions, and operator group.

The main VCR was then set to output the mono audio track (containing the S:MPTE timecode) and

the "Play" button was pressed. When the timecode reader began to display incrementing

timecode, the "Pause" button on the VCR was pressed. The "Start" button on the software was

clicked, the landmark file selection confrrmed, and a filename was entered for the collected data.

The software would then begin collecting RF level data with each pulse of the shaft encoder and

display each block of records in the on-screen strip chart as it was written to the hard drive.

The "Insen" button on the software was then clicked, and the VCR would begin to record video

while playing the existing timecode track. The timecode reader, keyer display on the video monitor,

and timecode window on the computer monitor were then checked for proper display and

synchronization, and recording was started on the backup VCR. Both DA-88 "Play" buttons were

pressed and the units were set in chase mode. When the DA-88s locked up with the timecode on

the other devices, all track record buttons were enabled and the "Record" button was pressed. The

recording system was then ready to record test data.

Observers were then asked to check the red and yellow event buttons on their control paddles for

proper operation, which the operator confIrmed by observing the event indicators on the computer

software. The route was driven while the observers listened to the decoded digital audio on

headphones and marked audio defects and dropouts. The operator incremented landmarks with the

computer software and took notes on any odd occurrences or problems with the recording system.

Once the route was completed, the "Stop" button on the software was clicked and all tapes were

stopped and rewound. The tapes were checked for data and proper playback synchronization, then

labeled and write-protected.

Post-Test System Shutdown

Upon returning to the staging area, the van was connected to shore power and the generators were

shut down. The computer data files written during the day's test runs were then backed up onto

two separate data tapes, and blank SVHS and Hi-8 tapes were prestriped with SMPTE timecode.

Once the backups were completed, all tapes containing test data were removed for shipping to the

data analysis location. Finally, all antennas were removed and the vehicle was parked in the

garage bay and secured.

HE HAMMETT & EDISON, INC.
CONSULTING ENGINEERS
SAl\" FRANa5CO
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Field Test transmission facilities

F-1 FCC FM Band experimental application (revised),
October, 1995. COVER PAGE ONLY, full text supplied
on request.

F-2 FCC L-Band experimental application, January, 1995
COVER PAGE ONLY, full text supplied on request.

F-3 VOA-JPL S-Band system description.

F-4 Transmission site logs (samples).



EXHIBIT E

ENGINEERING STATEMENT RE:
APPLICATION FOR CONSTRUCTION PERMIT

EXPERIMENTAL EIA DAR VHF FM BAND RADIO
FIELD TEST - SAN FRANCISCO, CA.

ELECTRONIC INDUSTRIES ASSOCIATION
WASHINGTON, D.C.

JANUARY, 1995

INTRODUCTION

This statement is prepared on behalf of the Electronic
Industries Association (ErA) in support of an application for
Construction Permit to operate an Experimental Broadcast station,
under Part 74 Subpart A of the Rules of the Federal Communications
commission (FCC Rules), in association with its ongoing
investigation into Digital Audio Radio (DAR). All information
contained in or attached to this statement is provided as specified
in Part 74 Subpart A of the FCC Rules, or as required by FCC
application Form 309, unless specifically stated otherwise herein.

NAME OF APPLICANT / OPERATOR

This request is made by, and the resulting experimental
operation will be conducted by, the Electronic Industries
Association. The full correspondence address is: EIA DAR
Subcommittee, Attn. Ralph Justus, 2500 Wilson Blvd., Arlington,
Va. 22201-3884, Phone: 703-907-7638, Fax: 703-907-7601.

NEED FOR EXPERIMENTAL OPERATION / BACKGROUND

The EIA is presently conducting laboratory tests and is
planning to conduct field tests of various proposed Digital Audio
Radio (broadcast) systems. The laboratory testing is designed to
simulate actual operation to the extent possible but all proponents

F-1



EXHIBIT E
ENGINEERING STATEMENT RE:

AMENDMENT TO APPLICATION FOR EXPERIMENTAL PERMIT
EIA-DAR L-BAND RADIO CHANNEL FIELD TEST

FCC FILE NO.4615-EX-PL-95, SAN FRANCISCO, CA.
ELECTRONIC INDUSTRIES ASSOCIATION

~RINGTON, D.C.
OCTOBER, 1995

INDEX

INTRODUCTION
NATURE OF CHANGES - ADDITIONAL INFORMATION
TIME AND DATES OF TESTING
CLASS OF STATION AND NATURE OF TEST
LOCATION OF OPERATION
EQUIPMENT TO BE USED SFN SITE ONE
EQUIPMENT TO BE USED SFN SITE TWO
EQUIPMENT TO BE USED - GAP FILLER SITE
EQUIPMENT TO BE USED - GENERAL
R.F. ENERGY EXPOSURE / ENVIRONMENTAL CONCERNS
INTERFERENCE PROTECTION
FREQUENCY DESIRED
TRANSMITTER AND RADIATED POWER
TYPE OF EMISSION
GENERAL FEATURES OF OPERATION
CONCLUSION

FIGURES

LOCATION MAPS
ANTENNA SKETCHES
EQUIPMENT INFORMATION

Prepared by
Lohnes and Culver Washington, D.C.

October, 1995

PAGE 1
PAGE 1
PAGE 2
PAGE 2
PAGE 2
PAGE 3
PAGE 4
PAGE 5
PAGE 5
PAGE 6
PAGE 7
PAGE 8
PAGE 9
PAGE 9
PAGE 9
PAGE 10

FIGURE 1
FIGURE 2
FIGURE 3
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LlNK BUDGET FOR LINE-OF~SIGHT DIGITi\L AUDIO
BROADCASTING RECEPTION AT S-BAND (2.05 GHZ)

AUDIO BIT RATE (Stereo) I 160.00 I kbps
Satellite transmitter power I 7.00 i watts
Satellite transmitter power 8.45 dEW

Frequency I 2.05 GHz
Satellite antenna diameter I : 5.00 I m,

Satellite antenna gain : 38.02 dBi
Satellite antenna beamwidth 2.05 deg

EIRP I 46.47 I dEW

I I
Satellite Elevation Angle I I 25.00 ; deg,

Slant Range 39262 I km!
Free space loss -190.51 ! dB
Atmospheric losses i 0.25 ! dB

(Total PFD in 200 kHz BW ) I -116.40 : dBW/m2
*PFD in 4 kHz* I I -133.39 ; dBW/m2I

Signal at Antenna I 1 -144.29 dEW
Receive Antenna gain , I 8.00 dBiI

I I

Receive Antenna Pointing Loss I i 1.00 I dB,

Received Signal i , -137.29 I dEWI
I I

Antenna Temperature I 150 K
Receiver Noise Figure 1.50 I dB
Receive System noise temperature I 274 K: I

Receive System G/T (On Antenna Axis) I -16.37 I dBlK
I

ClNo I 66.94 ! dBHz
I 1

Bit Rate I 52.04 dB
Eb/No Available i i 14.89 I dB
Theoretical EblNo, B.E.R.=10E-6 I 3.50 dB
Receiver implementation loss . I 1.00 dB
Interference degradation I 0.50 I dBI
Receiver Eb/No Requirement i 5.00 I dB; I

LINK MARGIN, Beam Center
,•. 1

<.

dB, {

LINK MARGIN, Beam Edge
"j'

I 6.89 ! dBI

TORSLI NK.XLS
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R.F. - graphical information detail and unusual events
(specific samples and expanded view series)

Item; Path & Span; Description

G-1 VHF System; Route P Landmark 1-2 and sections; Multipath
standing waves with expansion showing detail, data structure and
unusual event at entrance to tunnel.

G-2 L-Band System; Route P Landmark 1-2 and sections; Expansion
showing event at entrance to tunnel.

G-3 VHF System; Route 0 Landmark 18-19 and sections; Multipath
standing waves with expansion showing details.

G-4 L-Band System; Route S Landmark 2-3 central section; Over
water path with R.F. fading event.
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VHF Interference Survey

Continuous recording of the background R.F. at the VHF test
frequency, using the same equipment and method as for the VHF
proponent testing, without the VHF test transmitter active.
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